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CHILLED WATER TANKS / Foood grade processing water below 1°C

Maxwell CHILLED WATER TANKS are the ideal solution for general large quantities of cold water 
suitable for food processing, ideal for discharge at peak times even without the need of powerful 
refrigeration equipement thanks to the ice storage capacity. 

 Available in two different versions depending on the refrigeration unit you wish to connect:

1- Simple version with flanges to connect to a conventional low temperature remote chiller.
2- With integrated secondary fluid heat exchanger version and electronic expansion valve to connect to a condensing 
     unit or compressor rack.

- Food grade fiberglass reinforced poliester tank, thermally insulated and with capacity of 3500L
- Manual valve for draining and cleaning the tank. 
- AISI 316 stainless steel float valve for tank water feed control (the size can be adjusted for your water flow require
  ments).
- Integrated process water feeding pump (the size can be calculated to meet your water flow requirements).
- Submerged AISI 316 stainless steel plate heat exchanger.
- Powder coated galvanized steel and AISI316 stainless steel structure.
- Air forced water agitation system in the tank increases convenction and improves heat exchange.
- Capacity of ice accumulation in the exchanger guaranteeing a water temperature in the tank close to 0°C.
- Integrated electrical panel including ice thickness controller and sensor.
- Coolong capacity: from 67 to 290 kW.

high cold storage capacity,
low energy cost

CHILLED WATER TANKS / Foood grade processing water below 1°C

What is it for?
This equipement is the ideal solution for processes which needs lots of cold 
water such milk industry, beer production, 
fruit washing and chilling, food industry, and even another industrial pro-
cesses which require clean cold water. 

What are the benefits?
- Possibility of storing energy in the form of ice for hours of low electrical cost
- Instant availability of the large amount of  accumulated energy at specific 
times.
-.Easy access for inspection and cleaning.

MODEL MX-IB-3 MX-IB-5 MX-IB-9 MX-IB-13

Water Capacity (L) 3500 3500 3500 3500

Cooling Capacity (kW) 67 112 200 290

Voltage (V) 400 400 400 400

Frequency (Hz) 50 50 50 50

Phases III III III III

Prices and other options available on request.
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